
din-o-zon K2

For an added 
advantage in pool 

water treatment

Simply enjoy the best water!

Highly effective

Cost-cutting

Environmentally 
friendly

For use in private and public 

swimming pools

Compact
ozone system



din-o-zon K2

Subject to technical changes. Errors excepted.  01/2015

Simply enjoy the best water!
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 dinotec GmbH
Water and Pool Technology
Spessartstr. 7
63477 Maintal/Germany
Phone: +49(0)6109-6011-0
Fax: +49(0)6109-6011-90
E-mail: mail@dinotec.de
www.dinotec.de
www.niedrig-energie-pool.de
www.PoolsForHotels.com

Technical data:
Supply voltage: 220-240 V / 50Hz, 0.8kW
Ozone output: 2 g/h
Current consumption: 3.2 A (max.)
Electrical connection: approx. 0.8kW
Motor power: 0.3kW
Dimensions (hxwxd): 1100 x 480 x 410mm
Circulation volume: approx. 4 m³/h
Weight: approx. 33 kg
For pool volumes: ≤ 150m³

Ozone is the most effective of all known disinfectants used in the treatment of pool 
water. A disinfection with the din-o-zon system will not produce any side reaction 
products.

Great for specialists:
High effi ciency

Maintenance-free injector

Water-activated carbon separator

Modular design

Low-noise

Easy to maintain

Made in GermanyThe din-o-zon process

OZONE Disinfected 
water

OZONE

Filtered water 

Ozone generation from atmospheric oxygen

2014

Great for customers:
High overall water quality

Savings in water treatment chemicals

Ozone generation on site

No transport and storage of chemi-
cals

Rapid elimination of germs

Highly effective

No irritations of eyes or skin

No typical pool smell

Suitable for retrofi tting

Reliable operation

No greenhouse effect


